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NOTES:

LEGEND

NOTES:

1. ALL DIMENSIONS ARE IN METERS UNLESS OTHERWISE STATED. USE
DIMENSIONS ON DRAWINGS (DO NOT SCALE FROM DRAWINGS).

2. TOPOGRAPHIC SURVEY & UTILITIES/ SERVICES AS PER UTEC
TOPOGRAPHICAL SURVEYS (34JJ100910_1 & 34JJ100910_2).

3. THE PROPOSAL IS BASED ON AECOM OUTLINE DESIGN, REFER TO
DRAWING NUMBER: KINC-ACM-UK-XX-DR-TR-000010 TO 000013.

4. MINIMUM 500MM FENCE CLEARANCE TO BE MAINTAINED, TO BE
AGREED WITH FIFE COUNCIL.

5. GRADING EXTENT TO BE CONFIRMED ONCE EXTENDED TOPO
SURVEY INFORMATION IS RECEIVED.

6. ACCOMMODATION WORKS AND DRAINAGE TO BE CONFIRMED.

DENOTES EXISTING FOOTWAY RETAINED

DENOTES EXISTING CARRIAGEWAY

DENOTES EXISTING EMBANKMENT RETAINED

DENOTES PROPOSED CARRIAGEWAY CONSTRUCTION

DENOTES PROPOSED CARRIAGEWAY CONSTRUCTION
WITH RED CHIPPINGS

DENOTES PROPOSED FOOTWAY / FOOTPATH /
CYCLEWAY CONSTRCUTION

DENOTES PROPOSED 1:3 EMBANKMENT

DENOTES EXISTING CHANNEL LINE RETAINED

K1 DENOTES PROPOSED 125X255mm HALF BATTER
PC KERB WITH 100mm UPSTAND.

K2 DENOTES PROPOSED 175X125mm PC BULLNOSE
KERB, 25-40mm UPSTAND FOR VEHICLE OVERRUN.

K3 DENOTES PROPOSED 150X125mm PC BULLNOSE
KERB 0-10mm UPSTAND FOR PEDESTRIAN ACCESS.

K4 DENOTES PROPOSED 50 X150mm PC HEEL KERB
LAID FLUSH.

K5 DENOTES PROPOSED 125X255mm PC SQUARE
CHANNEL PC HEEL KERB LAID FLUSH.

K6 DENOTES PROPOSED 50X200mm ROUND
TOPPED PC HEEL KERB.

TRANSITION DROPPER KERBS

NEW BOLLARDS. (REFER TO NOTE 1.)

1. PROVIDE REMOVABLE BOLT-DOWN BOLLARDS ALONG THE
NEW ROAD RADIUS AS INDICATED ON THE DRAWING.
BOLLARDS SHALL BE OF A TYPE SUITABLE FOR HIGHWAY
USE AND INSTALLED IN ACCORDANCE WITH THE
MANUFACTURER'S RECOMMENDATIONS. THE FINAL
BOLLARD SPECIFICATION, TYPE, LOCATION, FIXING METHOD,
AND FINISH SHALL BE SUBMITTED TO AND APPROVED BY
FIFE COUNCIL ROADS DEPARTMENT PRIOR TO
INSTALLATION.
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